BrassCraft.

Faucet Spray Hose Spout
INSTALLATION INSTRUCTIONS
A CGAUTION: DO NOT INSTALL THIS PRODUCT UNTIL A
YOU READ AND UNDERSTAND ALL INSTRUCTIONS. N !
FAILURE TO FOLLOW THESE INSTRUCTIONS MAY — Wi
RESULT IN PERSONAL INJURY, PROPERTY DAMAGE . l
OR PRODUCT FAILURE.

COUPLING

1. Turn off water supply. Detach faucet spray spout from ek
hose by unthreading spout from coupling.

2. Attach new faucet spray spout to hose by threading
spout into coupling. Hand tight. IMPORTANT: DO NOT
OVERTIGHTEN.

3. Turn on water and check for leaks.
No Tools Needed for Installation.

Pico de la manguera del rociador del grifo

INSTRUCCIONES DE INSTALACION

A PRECAUCION: NO INSTALE ESTE PRODUCTO HASTA QUE LEA Y COMPRENDA TODAS LAS
INSTRUCCIONES. EL INCUMPLIMIENTO DE ESTAS INSTRUCCIONES PUEDE OCASIONAR LESIONES
PERSONALES, DANOS A LA PROPIEDAD 0 FALLAS DEL PRODUCTO.

1. Cortar el suministro de agua. Sacar la boquilla rociadora para grifo de la manguera desenroscando
la boquilla del acople.

2. Instalar la nueva boquilla rociadora para grifo en la manguera enroscando la boquilla en el acople.
Apriete con mano. IMPORTANTE: NO APRIETE DEMASIADO.

3. Abrir el pase de agua y revisar si hay fugas.
No Se Necesitan Herramientas.
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